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REVISIONS

ZONE | REV.

DESCRIPTION DATE

APPROVED EPCN NO.

A GENERATED ASSEMBLY MODEL AND DRAWING

8/30/2017

ASSEMBLY PROCESSES

PART DESCRIPTION

BUSHING, NEEDLE ASSEMBLY

MATERIAL
1 31030353 ADJUSTER NEEDLE BUSHING 1 PROCESS 2 PROCESS 5 DRAWNBY GJH AWK
2 310 30380 DETENT BALL - ©0.125 2 PROCESS 3: PROCESS 6: SIZE |FSCM NO. DWG. NO REV
310 30353-10 A
3 310 70193S ADJUSTABLE DETENT SPRING 2 EXCLUSIVE PROPERTY OF INTEGRA RACING SHOCKS. AND SHALL BE RETURNED UPON 5
REQUEST. THIS DRAWING IS NOT TO BE REPRODUCED IN WHOLE OR IN PART, NOR SCALE 2:1 SHEET 1 OF 1
4 3 'l O 60035 #8_32 X .250 CON E POlNT SET SCREW 2 SHALL ANY INFORMATION OR TECHNICAL DATA BE SUPPLIED, IN ANY FORM, TO ANYONE .

ELSE WITHOUT THE EXPRESS WRITTEN CONSENT OF INTEGRA RACING SHOCKS.
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